.1 




4/7 



600— ( START ^ 



602— 



IDENTIFY LOCAL 
GROUP RADIOS 



COORDINATE RECEPTION OF 
604 H DOWNLINK, TRANSMISSION OF 
UPLINK AMONG LOCAL RADIOS 



ASSIGN ONE MOBILE STATION 
FOR DOWNLINK RECEPTION 




FIG. 6 




( FROM 604 ^ 




FIG. 7 



_i 



6/7 



r 



( FROM 602 ^ 



MEASURE RSSI 1-802 



RECEIVE RESPECTIVE 
RSSI OVER LOCAL 
RADIO LINK 



604 < 806 




NO 



810 



RECEIVE DOWNLINKS 
AT THIS RADIO 



RECEIVE DOWNLINKS 
AT OTHER RADIO 



w 

( TO 606 ^ 



riG.8 




( FROM 608 ^ 
DECODE I 



DOWNLINK 



902 



I 



IDENTIFY 
INTENDED 
RECIPIENT 



—904 



906 



7/7 



FIG. 9 




—908 



( TO 610 ^ 



( FROM 602 ^ 



604 < 



TRANSMIT MEMBERS OF 
LOCAL GROUP TO BASE 
STATION(S) 



IDENTIFY TIME 
SLOT FOR GROUP 
COMMUNICATION 



TO 606 



— 1002 



— 1004 



